Do not tighten screws until completely assembled.
PARTS IDENTIFICATION

LEFT
(1)X1PC
(2)X1PC
(3)X1PC
(4)X1PC

RIGHT
(5)X1PC
(6)X1PC
(7)X1PC
(8)X1PC
(9)X1PC
(10)X1PC
(11)X1PC
(12)X1PC
(13)X1PC
(14)X1PC
(15)X1PC
(16)X1PC
(17)X2PCS

HARDWARE LIST

<table>
<thead>
<tr>
<th>A</th>
<th>1/4&quot;x1(\frac{3}{4})&quot;</th>
<th>1PC</th>
<th>F</th>
<th>16 mm</th>
<th>59PCS</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td>1/4&quot;x1(\frac{1}{4})&quot;</td>
<td>3PCS</td>
<td>G</td>
<td>1PC</td>
<td></td>
</tr>
<tr>
<td>C</td>
<td>1/4&quot;x1(\frac{1}{2})&quot;</td>
<td>7PCS</td>
<td>H</td>
<td>1PC</td>
<td></td>
</tr>
<tr>
<td>D</td>
<td>1/4&quot;x3(\frac{3}{4})&quot;</td>
<td>12PCS</td>
<td>J</td>
<td>4x4mm</td>
<td>1PC</td>
</tr>
<tr>
<td>E</td>
<td>1/4&quot;x2(\frac{1}{2})&quot;</td>
<td>37PCS</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
STEP 1

ASSEMBLY
Do not fully tighten all bolts until assembly is complete. This will help all parts to assemble properly.

Kind Reminder:
The step ladder can be assembled onto left or right side of bunk bed and loft bed. Before you assemble the ladder, you should consider which side you want to assemble. If you already decide to set up step ladder on the left, then below STEP 1 to STEP 7 are for your reference. Or if you already decide to set up step ladder on the right firstly, also please follow below STEP 8 to STEP 14. Or if you need to change the side for the assembled ladder, please follow below STEP 15 to STEP 18.

STEP 2
STEP 3

STEP 4
STEP 7

STEP 8

Kino Reminder:
If you already decide to set up step ladder on the right firstly, you must pay attention to below STEP 14, then assemble ladder following STEP 8 to STEP 14.
Pay attention:
If you need to change the side for assembled ladder, please follow below STEP 15 to STEP 18.

STEP 15

STEP 16